INTRODUCTION IN-19 


COMPONENTS 


1. Front bumper 


COOL AIR INTAKE DUCT SEAL 


RADIATOR GRILLE 
PROTECTOR 


& 530 (20, 18 in.bf) 


RADIATOR GRILLE 
"3 PROTECTOR 


2.0 (20, 18 in.-Ibf) 


FRONT BUMPER ASSEMBLY 


CAUTION: 
The bolts and nuts must be tightened to the torque specification, as they are related to vehicle safety during a collision. 


N-m (kgf-cm, ft.-lbf) |: Specified torque 


IN-20 INTRODUCTION 


FRONT BUMPER 
STAY RH 


FRONT BUMPER 
REINFORCEMENT 


FRONT BUMPER 
STAY LH 


FRONT BUMPER 
ENERGY ABSORBER 


CAUTION: 
The bolts and nuts must be tightened to the torque specification, as they are related to vehicle safety during a collision. 


N-m (kgf-cm, ft.-lbf) |: Specified torque 


B146200 
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2. Rear bumper 


2.0 (20, 18 in. lbf) 


REAR BUMPER 
SIDE SUPPORT RH 


REAR BUMPER 
REINFORCEMENT 


2.0 (20, 18 in.-Ibf) | REAR BUMPER a REAR BUMPER ARM RH 
SIDE SUPPORT LH REAR BUMPER BAR 


REAR BUMPER 
ENERGY ABSORBER 


REAR BUMPER PLATE — 
REAR BUMPER PLATE ; 
. ~w— 5.5 (56, 49 in. bf) 


5.5 (56, 49 in.-Ibf) 


IS 
1 
t 
' 
1 


2.0 (20, 18 in.-lbf) 


REAR BUMPER ASSEMBLY 


CAUTION: 
The bolts and nuts must be tightened to the torque specification, as they are related to vehicle safety during a collision. 


N-m (kgf-cm, ft.-lbf) |: Specified torque 
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3. Instrument panel 


NO.1 DEFROSTER NOZZLE GARNISH 


gS : 
a NO.2 DEFROSTER NOZZLE GARNISH 
NO.1 SPEAKER HOLE COVER a, 


NO.3 INSTRUMENT PANEL WIRE 


NO.2 INSTRUMENT PANEL oi 
SPEAKER PANEL SUB-ASSEMBLY : 


NO.1 INSTRUMENT PANEL SPEAKER 
PANEL SUB-ASSEMBLY 


as - 


@ AUTOMATIC LIGHT CONTROL SENSOR 


Oo peg FRONT PASSENGER AIRBAG ASSEMBLY 


NO.1 METER HOOD RETAINER 


NO.1 INSTRUMENT PANEL MOUNTING BRACKET 


ROOM TEMPERATURE SENSOR 


CAUTION: 
The bolts and nuts must be tightened to the torque specification, as they are related to vehicle safety during a collision. 


N-m (kgf-cm, ft.-lbf) |: Specified torque @ Non-reusable part 


B145859 
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NO.2 INSTRUMENT PANEL UNDER COVER SUB-ASSEMBLY 
INSTRUMENT PANEL FINISH PANEL END RH 


COMBINATION METER ASSEMBLY 


FRONT DOOR OPENING TRIM COVER RH 
SIDE INSTRUMENT PANEL RH 


NO.2 INSTRUMENT PANEL 
REGISTER ASSEMBLY 


LOWER INSTRUMENT PANEL RH 


FRONT PASSENGER SIDE 
KNEE AIRBAG ASSEMBLY 


NO.1 SWITCH HOLE BASE 
SIDE INSTRUMENT PANEL LH 


10 (102, 7) 


MULTI-DISPLAY WITH RADIO —_ SHIFT LEVER KNOB SUB-ASSEMBLY 
RECEIVER ASSEMBLY 


UPPER CONSOLE PANEL ASSEMBLY 


WITH FRONT ASH RECEPTACLE 
CONSOLE BOX POCKET CONSOLE BOX CARPET 
FRONT DOOR OPENING TRIM COVER LH 


CONSOLE REAR END 


PANEL SUB-ASSEMBLY =) 
( a 


HEATER SEAT SWITCH 
CONSOLE BASE 


LOWER INSTRUMENT PANEL SUB-ASSEMBLY 


CAUTION: 
The bolts and nuts must be tightened to the torque specification, as they are related to vehicle safety during a collision. 


N-m (kgf-cm, ft.-lbf) |: Specified torque 


B145856 
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4. Interior trim 


INTRODUCTION 


FRONT DOOR OPENING 
TRIM COVER RH 


@ FRONT PILLAR 
GARNISH CLIP 


FRONT PILLAR 
GARNISH LH 


FRONT DOOR 
SCUFF PLATE LH 


—_ 


LOWER CENTER 


PILLAR GARNISH LH 


FRONT SHOULDER BELT ANCHOR 
ADJUSTER ASSEMBLY 


REAR DOOR SCUFF 
PLATE LH 


42 (428, 31) Lo 
7.5 (77, 66 in. bf) 
42 (428, 31) fl 


42 ( 


FRONT SEAT OUTER BELT ASSEMBLY 


SEAT BELT ANCHOR COVER CAP 


CAUTION: 


The bolts and nuts must be tightened to the torque specification, as they are related to vehicle safety during a collision. 
@ Non-reusable part 


N-m (kgf-cm, ft.-lbf) |: Specified torque 


without Airbag System: 


UPPER CENTER 
PILLAR GARNISH LH 


REAR SEAT SIDE 
GARNISH RH 


with Airbag System: 


8.0 (82, 71 in.-lbf) 


REAR SEAT 
AIRBAG LH 


ROOF SIDE INNER 
GARNISH ASSEMBLY RH 


B141006 
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with Rear Sunshade: without Rear Sunshade: 


PACKAGE TRAY TRIM PANEL ASSEMBLY PACKAGE TRAY TRIM PANEL ASSEMBLY 


REAR SEAT SHOULDER BELT HOLE COVER 


ge (42 (428, 31) 


REAR SEAT INNER WITH 
CENTER BELT ASSEMBLY RH 


REAR SEAT SHOULDER BELT HOLE COVER 


REAR SEAT 3 
POINT TYPE BELT 
ASSEMBLY RH 


REAR SEAT 3 
POINT TYPE BELT 
ASSEMBLY LH 


REAR SEAT INNER WITH 
CENTER BELT ASSEMBLY LH 


CAUTION: 
The bolts and nuts must be tightened to the torque specification, as they are related to vehicle safety during a collision. 


N-m (kgf-cm, ft.-lbf) |: Specified torque 


H B142776 
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for Standard: 


ASSIST GRIP 
SUB-ASSEMBLY 


ASSIST GRIP 
COVER 


ROOF HEADLINING ASSEMBLY 


COAT HOOK —\ 


ge 


, 


ASSIST GRIP 
COVER 


VANITY LIGHT ASSEMBLY 
VISOR BRACKET 


COVER 


ASSIST GRIP COVER 


ASSIST GRIP 
VISOR ASSEMBLY RH SUB-ASSEMBLY ae 
SPOT LIGHT ASSEMBLY 


ROOF CONSOLE BOX ASSEMBLY 


VISOR ASSEMBLY LH 


VISOR HOLDER % QS 


VISOR HOLDER 


with Rain Sencor: 


VISOR BRACKET 
COVER 


RAIN SENSOR COVER 


INNER REAR VIEW MIRROR 
STAY HOLDER COVER 


B140934 
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for Glass Roof: 
ASSIST GRIP 


SUB-ASSEMBLY 


COAT HOOK + ae 


\ 


ROOF HEADLINING 
ASSEMBLY 


ASSIST GRIP 


ASSIST GRIP 
SUB-ASSEMBLY 


VANITY LIGHT 
ASSEMBLY 


VANITY LIGHT 
pOCEMeEY COAT HOOK 


VISOR BRACKET 


COVER 
ASSIST GRIP 
COVER 
VISOR ASSEMBLY RH 

Oy 

if ee ROOF CONSOLE BOX 

a SPOT LIGHT 

a @ ASSEMBLY ASSEMBLY 


VISOR HOLDER * VISOR ASSEMBLY LH 


VISOR HOLDER 


VISOR BRACKET 
COVER 


-_ SENSOR COVER 


INNER REAR VIEW MIRROR 
STAY HOLDER COVER 


B140973 
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5. Front seat 


SEAT BELT ANCHOR FRONT SEAT HEADREST 


COVER CAP RH ASSEMBLY 
FRONT SEAT 
ASSEMBLY RH 


37 (377, 27) 


REAR OUTER SEAT 
TRACK COVER RH 


FRONT SEAT OUTER BELT 
ASSEMBLY RH 


37 (877, 27) 


re 37 (377, 27) 
ioe = INNER SEAT TRACK 


Ss BRACKET COVER RH 


FRONT SEAT HEADREST 
ASSEMBLY 
FRONT INNER SEAT TRACK os 


BRACKET COVER RH 


FRONT OUTER SEAT TRACK 
BRACKET COVER RH 


37 (377, 27) 


FRONT SEAT 
ASSEMBLY LH 


INNER SEAT TRACK 
BRACKET COVER LH 


37 (377, 27) 


* 


FRONT INNER SEAT TRACK Rees 
BRACKET COVER LH F 2 , 
REAR OUTER SEAT 
TRACK COVER LH 


FRONT OUTER SEAT TRACK 
BRACKET COVER LH 


FRONT SEAT OUTER BELT SEAT BELT ANCHOR COVER 
ASSEMBLY LH CAP LH 
CAUTION: 


The bolts and nuts must be tightened to the torque specification, as they are related to vehicle safety during a collision. 
N-m (kgf-cm, ft.-lbf) |: Specified torque 


B141005 
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6. Rear seat 


REAR SEAT HEADREST ASSEMBLY 


REAR CENTER SEAT HEADREST ASSEMBLY 


REAR SEATBACK ASSEMBLY 


18 (184, 13) 


REAR SEAT CUSHION 
ASSEMBLY 


CAUTION: 
The bolts and nuts must be tightened to the torque specification, as they are related to vehicle safety during a collision. 


N-m (kgf-cm, ft.-lbf) |: Specified torque 


